Single Axis Robot RSH1 - Straight

SINGLE AXIS ROBOT (®See notes on CE Marking. 25 P456

MComp : Actuator, C ller, Cable, (Battery), (Noise Filter) Part Number Selection
Aot MAccessory T Type Lead (mm) | With or w/o Brake (®1) Controller (®)2) 1/0 Module W/ orwlo Nose Fitter (9)3) Cable Stroke (mm)
ctuator ontroller pecifications
NPN,PNP | CC-Link Devi 06 s | il v NPN: N . Standard | Flexible
EMACCeSSOnY [y o (OO Power Connecor, EXT Connector, Dummy Connector None: Leave blank || messr~ | ilaSozpbin) e T PNP: P None: Fo 3.5m:R3 150~800
- [ CC-Link Connector [DeviceNet Connector RSH1 12 Included: B AC100-115V CC-Link: C Included: F1 5m:RS (50mm Increment)
5 . N . Specifications®= P508 T0mR10 |
Power Cable lRobot Material / Surface Treatment 20 AC00-2800 | C22A C22B DeviceNet: D 10m:R10
o & Material LEED frame Gm;e ?a" AISIlc}er Side (?over ((®01) Choose the "Brake" option for use in vertical applications. (W/ brake type is not available for Lead 20) (()2) Controllers are shipped with preset parameters for each type. Data storage batteries are outside the scope of RoHS Directive.
| = [gs"a:tTem’;“:I Anodize G Al;:)lljr:;em Anodize ((®3) A noise filter is required for this product. When the customer is purchasing the noise filter separately, please select "none". Be sure to install a surge absorber on the primary side of a noise filter. For details, please see the Instruction Manual.
~ Y N
Gontroller — I General Specifications lg’ Ordering |Pathumber| - | Contollr | - [VOModule| - [wewswerin| - [ Cable | - [ stroke | A\ Note
Instruction Manual CD-ROM Position Operating Ambient Example _ _ _ _ _ : P—r PpE—— -
BatSorow | Moor | beiocty | ey PRORSHIOS - G20 - N - FT -3 e
1 00;2” " A? OSOeVrG/o Resolver 0(~NAUEC, (315~85f°/nR)H Please be sure to provide an external power interruption circuit and form
olle o Condensation) ircui Sreui =
Controller Specifications GE' P497~506  Cycle Time Graph BE P455  Clean Room Specifications are available on our website. an emergency sop cicuit For Gicuitexampls, see B 503,
lStandard Specifications FAQ 55 P504
Type Lead Positioning | Max Load Capacity (kg)| Rated Max. Velocity Stroke Rated Input Power | Maximum HRobot Body Price
(mm) [Repeatability (nm) |Horizontal| Vertical | Force (N) |(Note) (nm/sec) (mm) Running Life Supply  |Positioning Point Treys
06 40 8 283 360~180 Single-phase AC Unit Price 1 - 2 pefs)
RSH1 12 +0.02 20 Z 141 720360 150~800 | 10,000 km or 100~115V 255 points Part Number Stroke (mm)
- - (50 Pitch) More 20052308 150/200 250/300 350/400 450/500 550/600 650/700 750/800
20 12 84 1200~600 +10%
(Note) Maximum velocities allowed may vary depending on the stroke length selected. Please refer to the "Recommended Maximum Velocities" table. RSH1 []
RSH1 B
Approx. 240 (Cable Length) 193:+3: at Motor Side Home Stroke (93: at Motor Side Home) - " " - -
(193: at Reversed Motor Side Home) 50 933 at Reversed Motor Side Home MController Price GnitPri MCable Price BNoise Filter Price
- nit Price Cable & By Cable . W/ orwio Nose Filter| Unit Price
1481 (Note 1) 30:0.02 48+1 Unit Price 5 Unit Price
Type /C22A /C22B (Standard) (Flexible) )
| | | | (Note 1) 1/0 Absolute Encoders | Incremental 3 R3 None:FO
i I —— — " ‘ S | Tt (w/ Data Storage Battery) Type 5 RS Included: F 1
[G: i ‘ —] N
e P 10 R10
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! —r : ———o= D
1781 (with Brake) (Note 1) | \4-M6x1.0 Depth 12
‘ Approx. 210 (Cable Length with Brake) | 223+3 (with Brake): at Motor Side Home ‘ 2-@5+7 Depth 10
(223 with Brake: at Reverse Motor Side Home)
L+30 (with Brake) )
L I Allowable Overhang Load I Allowable Static Moment
78 Laicaon o e Horizontal Use e Wall Mounted Use o Vertical Use * Moment Diagram MY
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198 (with Brake) C 70 110
168 50 Ax100 B 50 (68) B, c
C-05.5 See Cross Section E-E E_| 100 mm mm mm  IlMax. Velocity (mm/sec)®peas:ofimte detasof e W eeds besed o vaious stokes wihneb- e Tme S
/‘77 Lead{Mass| A | B | C Lead[Mass| A | B | C Lead|Mass| A C Lead Stroke (mm)
I 40kg| 113] 0 | 8 40kg] 0 | 0 | 0 8kg | 46 | 46 Type
=it % @ % % L oo [P0 T001 6 (20" [s0kal 0 [0 [1d o [ka | 60 | 0 (mm) | 150~550 | 600 | 650 | 700 | 750 | 800
< F f————ﬂ¥——————————————%— = 20kg| 214 | 16 | 43 20kg| 25 | 9 | 157 4kg | 113 | 113 06 360 324 270 234 216 180
: B N N N N 5 3 10kg | 403 | 43 | 113 10kg| 94 | 36 | 369 2kg | 244 | 245
| ? * * * * * 20kg| 103 | 14 | 33 20kg| 15 | 6 | 55 4kg | 98 | 99 i = e et el bE £ 8
E_\\ @10s7 Depth 10 1o |15ko[139[ 22 [ 51, [15ke[ 33 [ 15 [100 ,, [ 3kg [ 137 [ 138 20 | 780~1200| 1080 | 900 780 720 600
145 (Note 4) D 2 10kg| 203 | 39 | 87 10kg| 69 | 32 | 172 2kg | 214 | 216 (®When the stroke is 600mm or more, the resonance of ball screws may occur according to the
- = 5kg | 364 | 89 | 188 5kg | 171 | 81 | 340 1kg | 447 | 448 operating area (critical speed). In that case, reduce the operation speed by referring to the Max.
175 (with Brake) Y 12kg| 85 | 25 | 43 12kg| 27 | 15 | 55 Velocity shown in the table above.
=4
5 S, 20 [10kg| 100 | 32 | 54 20 |10kg| 37 | 23 | 72
80 o = 5 5kg [ 197 | 76 | 120 5kg | 104 | 67 | 174 )
60 o g 1.5 2 (®When the overhang equals 0, use externally mounted linear guides to support the load mass. <Price Example:> The prices are for the part numbers on the left
F = " ‘ S S . . (Robot Body Price) + (Controller Price) +  (Noise Filter Price) ~ +
- — [ (Note 1) Distances from the ends to the mechanical stoppers Part Controller /0 Noise Filter
.-‘ b ,/ (Note 2) Wﬁzﬂeﬁoﬁﬂgﬁ;' cannot be used inside the actuators Alterations Number‘ Tl Tee |7 [ Type ‘ | Presence | © Cable | - | Stoke | - (G, coE--etc) (Cable Price) -+ (Brese Type Ateration Charge) + (Home Postion Ateraton Charge) = Total Price
8 Use M5x0.8 hex socket head T (Note 3) The minimum bending radius of the cable is 50mm. ASHIOGE - C22A - N - F1 -8 - 400 G-E
cap screw with a shank length < f,,’- (Note 4) When using @10 dowel holes for mounting the actuator, - - - - -
1 of 16mm or longer © ensure that pin is not inserted beyond 10 mm depth or Handset Terminal Handset Terminal Support Software Support Software 1/0 Cable Cable for daisy-chain | Instruction Manual
ger. * Recommended Fiat ot Siz: N3 66616 more in the actuator. Standard Specification | w/ Deadman's Switch W/ USB Communication Cable | w/ D-Sub Communication Cable connection MJ5: Body
Ground Terminal (M4) ' ’ e e / KJ3:Controller (C1)
a Arow View Cius Secton 5 Part F: Detai of T St CN T (s W AT @ & @ 55 ;

lDimensions / Mass i o RSZA20 i ons RS2320 Length: 300mm
Type |Dimensions Stroke (mm) Code G E H D s R T c MJ5/KJ3
/ Mass 150 200 250 300 350 400 450 500 550 600 650 700 750 800 - T i e
L(mm 436 | 486 | 536 | 586 | 636 | 686 | 736 | 786 | 836 | 886 | 936 | 986 | 1036 | 1086 Greasois changed | Th home psion | ancset ol |"ESSTEIAL | | SpportSotarew |10 Gal s e, |20 055t | Operon s s
Almm 0 0 1 1 2 2 3 3 4 4 5 5 6 6 Spec o low particle is relocated tothe | Handset Terminalis | "2nSEt Terminal W/ | g0 munication | D-Sub Communication | Required for NPA/PNP i mpus puvr | e
B generation grease. | opposite side of the | inluded. Deadman's Swtch s | o i inciuded, | Cable isincluded. | configuratons. " : )
RSH1 B(mm 100 150 100 150 100 150 100 150 100 150 100 150 100 150 NSK LG2) e ol P503, 507 | INCluded. Sicinee P503, 507 o 5 I 7 PREL 7| max. can be connected. | For Controller KJ3:
c(mm 8 8 10 10 12 12 14 14 16 16 18 18 20 20 ( otor: LS Speiicainses P503, 507 SRS 0 0 Specificationses P507
D(mm) 240 290 340 390 440 490 540 590 640 690 740 790 840 890 (®)For optional items, see P 507. (Pt is more economical to order the optional items as alterations than purchasing them individually.
Mass (kg) 3.6 3.9 4.2 4.4 4.7 5.0 53 5.6 5.9 6.2 6.4 6.7 7.0 73 (®Entering point data requires the handy terminal or the support software.

(®The brake adds 0.3 kg to the mass. (®An I/0 Cable is required for Parallel Communication /0 Control.



