Slot Pins for Inspection Components
Straight Threaded with Step, 2-Step Type

Slot Pins for Inspection Components
Straight Threaded with Step, One-Step Type

WFeatures: Suitable when clamping a workpiece with threaded part and measuring its diameter with straight part. For applicable Bushings, see P1847 and P1852.

(®1 For electroless nickel plating, specify the alteration MN.
()2 EN 1.4037 Equiv. has an identification groove on D part.

(®)3 When D=8, the screws of handle change from M5 to M4.
(®4 For shorter handle length, specify the alteration ZC.

(® 5 Dimensions not specified are the same as Small Head Type.

(® The joint of each step may have a relief groove (approx. ITmm wide and approx. 0.2mm
deep). For no relief groove, use NMN alteration.

(® Large Head Type (D=10L ~ 20L) is available for EN 1.1191 Equiv. only.

lFeatures: Suitable when clamping a workpiece with threaded part and measuring its diameter with straight part. For

Bushings, see P1847 and P1852.
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EN 1.1191 Equiv. - KJPM KJPGM EN 1.1191 Equiv. - KJPMD KJPGMD
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(®1 For electroless nickel plating, specify the alteration MN.
()2 When D=8, the screws of handle change from M5 to M4.
(®3 For shorter handle length, specify the alteration ZC.

(® The joint of each step may have a relief groove (approx. Tmm wide and approx. 0.2mm
deep). For no relief groove, use NMN alteration.
(® Large Head Type (D=10L ~ 20L) is available for EN 1.1191 Equiv. only.

(®4 Dimensions not specified are the same as Small Head Type.

Part Number 0.01mm Increment M(P=M) 1mm Increment PTart Number 0.01mm Increment [ 0.1mm Increment M(S=M) 1mm Increment
Type : ype D P S(P=S) Selection L B c
P ) (Peo) D P Selection L B (S:802) (S:g6)
8 4.00~ 6.00 3 4 8 4.00~ 6.00 3.0~ 5.0 3 4
(EN 1.1191 Equiv.)| (EN 1.1191 Equiv.) 0 '00 8.00 6 8 10 5.00~ 8.00 4.0~ 7.0 4 56
KJPM KJPGM 1 5.00~ 8. 4 5 (EN 1.1191 Equiv) | (EN 11191 Equiv) 5 5.00-10.00 2.0~ 9.0 256 8
12 5.00~10.00 4 5 6 8 10810 0~35 5-25 KJPMD KJPGMD Dl el LU 20~ 9.
(EN 11191 Equiv. | (EN 1.1191 Equiv. [~ 4 8.00~14.00 2 5 6 8 1051012 (LsPx4) (M<B=Mx3) 16 8.00~14.00 7.0~13.0 4 5 6 8 1081012 1~20 1~20 5-20
Hardened) Hardened) - - (EN 1.1191 Equiv. | (EN 1.1191 Equiv. [ 9 10.00~18.00 9.0~17.0 5 6 8 10510 12 (L=Px3) (B=Sx3) (M=C=Mx3)
KIPMIH KIPGIH — e 2 5 8 105012 whenl=0, For M3 ’ e 25 | 15.00-23.00 | 14.0-22.0 5 6 8 10si012
) ) 25 15.00~23.00 5 6 8 10510 12| gpecify P as 0. (5=B=Mx2) KJPMDH KJPGMDH e S When P<10 When S<9 When M<5
(EN 1.4301 Equiv)| - (EN 14301 Equiv) —7a~ 10.00~16.00 2 5 6 8 10510 ) | 10L | 10.00~16.00 5.0~15.0 4 5 6 8 10510 (L=Px2) (B=Sx2) (M=C=Mx2)
KJPMS KJPGMS .00~16. (EN 14301 Equiv) | (EN 1.4301 Equiv) |45 [ 92.00-20.00 6.0-19.0 5 6 8 1051012
12L 12.00~20.00 5 6 8 1081012 KJPMDS KJPGMDS B SNl
(EN 1.4037 Equiv.)| (EN 1.4037 Equiv.) 16L 16.00~25.00 6 8 10510 12 16L 16.00~25.00 8.0~24.0 6 8 1081012
KJPMC KJPGMC . . ~ -~
20L 20.00~30.00 6 8 10510 12 (L+B<50) _ : 20L | 20.00~30.00 10.0~29.0 6 8 10851012
(® S10 s fine thread (pitch 1.25). (®) KJPND, KJPNDS (previous page) are more economical when L=0. ® 810 s fine thread (pitch 1.25).
ordering [Pathumber™PED)| - [ P [-[ s |-[ M |-[ L |-[ B |-[ ¢ |
ing [PathumberPED) -[ P |- M |-[ L |-[ B ] . Example
Ordering d Example KJPMD12L - P1850 - S135 - M8 - L10 - B10 - c10
Example  KJPMH16 - P11.20 - M6 - L15 - B10
For 2-Step Large Head type,
first row can be used as a
shoulder.
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Alterations - - - - -
e or e e -Cp-Csd-[m]-[1]-[8]-[c - ©HKHKewetc)
Alterations KJPMDS10 - P7.00 - S4 - M4 - L10 - B24 - C8 - MN
Alterations Code Spec. Alterations Code Spec.
Chain Alterations _ ) (L e T A ; ) Alterations Code Spec. Alterations Code Spec.
CH Loss-proof chain (length 600mm) is attached to gauge Changes L dimension tolerance to +0.05. Chain Alterations L Dimension Tolerance
body. (®For chains only, see P1862. @ LKC ) cH | Loss-proof chain (length 600mm) is attached to gauge Changes L dimension tolerance to =0.05.
e LKC | @When the LKC is used, 0.1mm increment can be body. (®For chains only, see P1862. . [Ordering Goge] LKC
Changes handle length 50 to 10, 20, 30 or 40. @:@ specified for L Dimension. e LKC | ®When the LKC is used, 0.1mm increment can be
Handle Length 2020 T @L<30 (@P=4 specified for L Dimension.
zo | Gt g oo 400 =k Handie Length Gt e 00100904 e} @L< @p4
® 10, thero y " Y | LKC
U ot e ength 10, combiaton ih K s ot vl No Relief Groove Omits the relief groove between knurled part and ZC [ e e
. NMN | straight part on the step. pdo QFor handle length 10, there is no tapped hole. No Relief Groove Omits the relief between knurled part and
Engraving of P Dimension Machines flats on knurled head and engraves P dimension (with the ®Ngt agplicable to La’r)ge Head Type. I A R A 2 NMN St:’r:iligsht gar: :)en th::()s\'::p eeenqurecpatan
KH g,@f‘:;;{;m‘m:’:&ﬂggm - Engraving of P Dimension Machines fats on knuried head and engraves P dimension (with the character - ®Not applicable to Large Head Type.
(@Engraved on the reverse side when combined with KF. Additional Surface Treatment Electroless nickel plating is applied. . @ %]3 KH gﬁ‘:‘;‘;‘g&%}hamle engh 10
i i MN Applicable to Material EN 1.1191 Equiv. only. (®Engraved on the reverse side when combined with KF: . Electroless nickel plating is applied.
(Electroless Nickel Plating) Combination with STG is not available. g Additional Surface Treatment ; : :
Engraves alphabet or number. Max. Characterd . l less Nickel Plati MN Applicable to Material EN 1.1191 Equiv. only.
Engraving of the Specified [ty o K ASMOOOA Llnde ) (Electroless Nickel Plating) Combination with STC is not available.
ble g number, . (period) i Adds black oxide surface treatment. Engraves alphabet or number. —Max. Character
Characters & Nat applcable o handie length 10. 2 5 | - Additional Surface & 3 a E ing of th ifi KF-MISUMIUU:!A 2 Hende)
o AL A I [ T T Black Oxid STC Applicable to Material EN 1.1191 Equiv. only. ngraving of the Specified Printable Character: alphabet, number, . (period) i Adds black oxide surface treatment.
KF | e s om0 1088 | reatment (Black Oxide) Combination with MN is not available. Characters @ Notappicable o Fandle lengt 10. 20| 5[ - Additional Surface sTC Applicable to Material EN 1.1191 Equiv. only.
e mim' on o the pin [0 2] 1 KF %mﬁgﬁbﬂzﬂaﬁ:“';Veg",:res‘;;vﬁ:;' than thoss fg 015 (Black Oxide) Combination with MN is not available.
@Engraved on the reverse side when combined with KH. T\amma i i i 50 ] 12| 10
@Upos dgts . %Engra")’éd on the reverse side when combined with KH.
®)Up to 8 digits max.




