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Pre-Assembly Insertion Nuts / Stoppers for Aluminum Extrusions - Others | ™ 5%—@
For 8 Series (Slot Width 10mm)
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The pre-assembly insertion offset nut, used in combination with a post-assembly
lPre-Assembly Insertion Offset Nuts | HNTHSNS Example  insertion double joint, can be fixed in such a way that the nut, even if connected at
the comner of the extrusion, does not protrude from the extrusion (frame).
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Post-Assembly Insertion Nuts / Stoppers for Aluminum Extrusions - Standard | ™

For 8 Series (Slot Width 10mm)

8 Series
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WPost-Assembly Insertion Stopper Nuts | HNTAS (EN 1.0301 Equiv) _
PACK-HNTAS (EN 1.0301 Equiv., 100/pkg))
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(6)PACK-HNTASN8* (Sintered) M | EN 1,001 Equiv. / EN 1.4401 Equiv (Sintered) / EN 1.4305 Equiv.
(DHNTASS8 EN 1.4305 Equiv. - 8 | 23.5 (®)Details of Thread Locking Type P670
Part Number M T Unit Price Volume Di Rate Ordering - E
Type 1 ~ 499 pc(s). 500~749 750~999 1000~1500 Example HNTAS - 8
. 4 5 6
HNTAS (EN 1.0301 Equiv.) Py
- - 6.5
HNTAVS (Thread Locking, EN 1.0301 Equiv.) 8

HNTAZS (Thread Locking, EN 1.0301 Equiv.)

HNTASNS (EN 1.4401 Equiv., Sintered) 4568 60

HNTASSS (EN 1.4305 Equiv.) 8 65

Bulk Packages ®100 pcs. per package

Unit Price (1 ~ 10 L

Part Number L Package Price | Price per Pkg.
. 4 5 6
PACK-HNTAS (EN 1.0301 Equiv.) s
PACK-HNTASNS (EN 1.4401 Equiv., Sintered) 4568
Y i Part Number| Applicable Unit Price | Volume Discount Rate
I Post:-Assembly Insertion Stoppers mm HNASTS8 (Polypropylene) T Type | StopperNut 00 L | B | L1 | Bt o )] 500-999 | 1000-1500
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IMPost-Assembly Insertion Nut and Stopper Set | HINTATS (EN 1.0301 Equiv. Set) ERariNumbe ] M UnitiErice WolumelB] )
mm HNTATSNS (EN 1.4401 Equiv. Set) Type 1 ~ 499 pc(s).| 500-749 | 750-999 | 1000~1500
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® * Electrically conductive
IMPost-Assembly Insertion Nut and Metal Stopper Set | HNTBT8 (EN 1.0301 Equiv. Set) __ PartNumber | ™M Unit Price Volume Di Rate
mm HNTBTSNS (EN 1.4401 Equiv. Set) Type [1 ~ 499 pc(s).| 500~749 750~999 | 1000~1500
4 5 6
HNTBT8 A
: / Type (B Stopper Nut [AStopper HNTBTSNS 4 5 6 8
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lPost-Assembly Insertion Nuts HNTF8 (EN 1.0301 Equiv) Example @
HNTFV8 (Thread Locking Adhesive Type, EN 1.0301 Equiv.)
® ~ ® HNTFZ8 (Thread Locking Resin Coating Type, EN 1.0301 Equiv.) .
y 3 7 Q . HNTFSNS (EN 1.4401 Equiv., Sintered)  Post-Assembly Insertion Nuts
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Type [@ Material B Surface Treatment
(DHNTF8 i ~
@HNTFVE | EN1.0301Equi. | Trvalent Chromate | Reference Tightening Torque (N-m) @gg;’:}g i @
(®HNTFZ8 M | EN1.0301 Equiv./ EN 14401 Equiv (Sintered)
(@WHNTFSN8* | EN 14401 Equiv. (Sintered) - 8 | 23.5 (®)Details of Thread Locking Type P670
Part Number o = = Unit Price Volume Discount Rate
Type 1~499pc(s).| 500~749 | 750~999 | 1000~1500
HNTFS (EN 1.0301 Equiv.) 4 5 6 8
HNTFVS (Thread Locking, EN 1.0301 Equiv.) | s 6.0 9.0
HNTFZ8 (Thread Locking, EN 1.0301 Equiv.)
HNTFSNS (EN 1.4401 Equiv., Sintered) 4 5 6 8| 64 89




