Stainless Steel Pipe Fittings

(®For tightening procedure and structure of fittings, and applicable pipe specification, refer to R1300.

[ Stainless Steel Pipe Fittings [l Stainless Steel Pipe Fittings [l Stainless Steel Pipe Fittings| 2 ik
Female Thread(fd Uniog SKU F H Male Threaded P\daptergs SKMA @ L Ferrule Sets P ¢ SKFPK _l Features and Structure of Flttmgs
B T Front Ferrule Back Ferrule A stainless steel pipe fitting is composed of a main body, a front ferrule, a back ferrule and a nut.
I mm _ Y———— j P M Operating temperature range of Stainless Steel Pipe Fitting is -196 ~ 600°C.
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3.18 (1/8 Inch) 1i (| [Applicable Pipe Specification] [l Allowable Operating Pressure by Thickness of Stainless Steel Pipe (MPa) (Inch)
2 : 2 (_ - Applicable Type of Pipe: Stainless Steel Pipe Pipe 0.D. (mm) Thickness (mm)
6.35 (1/4 inch) 14 || Stainless steel pipes (JIS G3459) subject to EN 1.4301 Equiv. and EN 1.4401 Equiv. for _ 1.0 15 2.0
SKPGK 8 15.87 stainless steel pipes 6.35(1/4inch) | 38.7 58.1 -
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10 19 - 0.D. Tolerance: +0.05mm - Pipe Surface Hardness: HV190 or less (HRB9O or less) 127 (122inch) 193 29.0 387
12 2 SKUWE - Condition of Pipe Surface: Avoid using pipes with defects such as surface roughness and scratches.
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