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SPRING GUIDE PINS

SGA

＊T dimension varies depending on L dimension.

① ② ～ S45C
  20～ 25HRC
  Black oxide（Fe3O4）

M×P ℓ b H B F R T d
Coil spring SW□ Catalog No. L 

5mm incrementsC F L・M・H 
B・G・Z・V X Type D

4×0.7 7 3 3 4 8 1 3 6
φ12 φ14 φ14 －

SGA

7
20～ 50

φ14 φ16 φ16 － 8

5×0.8 8 4 3 6 8 1.5 4 8
－ φ18 φ18 φ20 9

20～ 75
φ18 － φ20 φ22 10

6×1.0 10 5 4 8 8 2 5 10
－ φ20・22 φ22 φ25 11

20～ 85
φ20 － φ25 φ27 12.5

8×1.25 17 
（12）

6 4 11 10 2.5 5 
（10）

13
φ22 φ25・27 φ27 φ30 13.5

20～ 125－ － φ30 － 15
φ25 φ30 － － 16

10×1.5 20 
（15）

8 5 14 12 3 5 
（10）

16
φ27 － φ35 φ35 17.5

30～ 185－ φ35 － － 19
φ30 － φ40 φ40 20

12×1.75 23 
（18）

10 6 17 14 3 5 
（10）

20
－ φ40 － － 22

30～ 215－ － φ50 － 25
－ φ50 － － 27.5

16×2.0 27 
（22）

14 8 22 16 3 5 
（10）

25
－ － φ60 － 30

50～ 215
－ φ60 － － 33

 No spanner groove is machined when L dimension is 20 for SGA7～ 12.5, when L dimension is 20～ 25 for SGA13.5～ 16, and when L dimension is 30～ 35 for SGA17.5～ 27.5.
 For SGA13.5～ 33, when the L dimension is a 5 mm size（L＝25, 35, 45...）, then the T and ℓ dimensions are those shown in（ ）.
 “Coil spring” indicates the outer diameter dimension of the spring.

Order
Catalog No. － L

SGA 20 － 125
Price

Days to Ship
D L Base unit price

1～19 pieces
7・8 20～ 50
9・10 20～ 75

11・12.5 20～ 85

13.5～16 20～ 85
90～ 125

D L Base unit price
1～19 pieces

17.5～20 30～105
110～185

22～27.5 30～125
130～215

30・33 50～125
130～215

Example

SPRING GUIDE RETAINERS

SGC

～  ①AISI1215（equivalent to SUM23） 
②SCM435

D d D1 B
M 
× 
P

H S ℓ1

Coil spring 
SW□ Catalog No. Base unit 

price

C F
L・M・H・ 

B・G・ 
Z・V

X Type D-L 1～19 
pieces

6 － 4.5 2
M2.5 
× 

P0.45
2.5 2 9.5 φ12 

φ14
φ14
φ16

φ14
φ16 －

SGC6 －18
23
28

8 － 5.5 2.5
M3 
× 

P0.5
3 3 8 φ16φ18φ18

φ20
φ20 
φ22

SGC8 －20
30
40
50

10 － 7 3
M4 
× 

P0.7
4 4 9 φ18 

φ20
φ20 
φ22

φ22 
φ25φ25

SGC10－20
30
40
50
60

12 － 8.5 4
M5 
× 

P0.8
5 4 10 φ22φ25 

φ27φ27φ27

SGC12－20
30
40
50
60

14 － 10

4

M6 
× 

P1.0

4

4

12

φ25φ30φ30φ30

SGC14－12

5 6 11

20
30
40
50
60

16 － 13 6
M8 
× 

P1.25
8 5

15

φ27φ35φ35φ35

SGC16－18

13
30
60
80

D d D1 B
M 
× 
P

H S ℓ1

Coil spring 
SW□ Catalog No. Base unit 

price

C F
L・M・H・ 

B・G・ 
Z・V

X Type D-L 1～19 
pieces

19 －

16 8
M10 
× 

P1.5

10 5

17

φ30 － φ40φ40

SGC19－28＊
40＊ 
60＊ 
80＊

100＊

20

17 －

20 － 10 5

17

－ φ40 － －

SGC20－23＊
40＊ 
60＊ 
80＊

100＊

20

17 －

23 －

18 10
M12 
× 

P1.75

12 8 22 － － φ50 －

SGC23－30＊
40＊ 
60＊ 
80＊ 

100＊
120＊20 －

26
－

12
8

24

－ φ50 － －

SGC26－28＊
60＊ 
80＊

100＊ 
120＊

22
21 －

28 － 12 12 22 － － （φ60） －

SGC28－30＊
40＊ 
60＊ 
80＊ 

100＊
120＊23 －

31
－

12
12

22 － φ60 － －

SGC31－28＊
40＊ 
60＊ 
80＊

100＊ 
120＊

25 －

36
－

12
15

22 － φ70（φ70） －

SGC36－40＊ 
60＊ 
80＊

100＊ 
120＊

30 －

 "Coil spring" indicates the outer diameter dimension of the spring. 
 （φ）size can be used only with SWL・M・H・B

Order
Catalog No.

SGC 20－23

Days to Ship

Price

L－0.5 R

HF5T＊M×P

D
－

0.
3

－
0.

1

d

B

b
0

ℓ

①Pin②Washer

F F≧10 F≧10F

  1

D

M×P
15°

L

1
D

S H B

5

  1

L

H

M×P R0.3～0.5

D1 d

①
②

Bℓ

D

ℓ

②①

Size and shape of＊retainers（Products marked with＊are as shown below.）

Tighten using the hexagon hole in the head or the 
the groove on the sides created for using a spanner.

When selecting L, assume a safety allowance of at least 10mm 
for the top of the spring guide at bottom dead center.

Position the spring correctly by 
installing it over the bushing.


