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Product image

Similar to illustration

 

 

Warning covers with a flash symbol provide more safety
for man and machine. They are used where external
voltage must be indicated within the application.

General ordering data

 
Version SAK Series, cover plate, yellow, 32 mm
Order No. 0376000000
Type AD 4 SAK6N EN
GTIN (EAN) 4008190517700
Qty. 10 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_US&ObjectID=0376000000
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Dimensions and weights
 
Depth 1 mm   Depth (inches) 0.039 inch
Height 25 mm   Height (inches) 0.984 inch
Width 32 mm   Width (inches) 1.26 inch
Net weight 1 g    
 

Temperatures
 
Storage temperature -25 °C...55 °C    
 

Material data
 
Material PVC   Colour yellow
 

System specifications
 
Version End and intermediate plate    
 

Additional technical data
 
Installation advice Direct mounting    
 

General
 
Installation advice Direct mounting    
 

Classifications
 
ETIM 6.0 EC002848   ETIM 7.0 EC002848
ETIM 8.0 EC002848   ECLASS 9.0 27-14-11-92
ECLASS 9.1 27-14-11-92   ECLASS 10.0 27-14-11-92
ECLASS 11.0 27-14-11-92   ECLASS 12.0 27-14-11-92
 

Approvals
 
ROHS Conform
 

Downloads
 
User Documentation StorageConditionsTerminalBlocks
Catalogues Catalogues in PDF-format
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//87149
http://catalog.weidmueller.com/assets/LINK/Catalog.html

