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Product image

 

 

Building installation wiring
For building installations, we offer a complete system
that revolves around the 10×3 copper rail and comprises
perfectly coordinated components: from installation
terminal blocks, neutral conductor terminal blocks and
distribution terminal blocks to comprehensive accessories
such as busbars and busbar holders.

General ordering data

 
Version P-series, End plate, Fixing plate, blue, 3 mm
Order No. 1473300000
Type PHP PDL6S
GTIN (EAN) 4050118285383
Qty. 20 pc(s).
Delivery status This article will no longer be available in the future.
Available until 2023-03-31
Alternative product 2669120000
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_US&ObjectID=1473300000
'http://catalog.weidmueller.com/catalog/Start.do?localeId=en_US&ObjectID=2669120000
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Dimensions and weights
 
Depth 52.2 mm   Depth (inches) 2.055 inch
Height 115.1 mm   Height (inches) 4.531 inch
Width 3 mm   Width (inches) 0.118 inch
Net weight 6.96 g    
 

Temperatures
 
Storage temperature -25 °C...55 °C   Continuous operating temp., min. -50 °C
Continuous operating temp., max. 120 °C    
 

Material data
 
Material Wemid   Colour blue
UL 94 flammability rating V-0    
 

System specifications
 
Version End and intermediate plate   Rail TS 35
 

Additional technical data
 
Installation advice Direct mounting   Snap-on Yes
 

General
 
Installation advice Direct mounting   Rail TS 35
 

Classifications
 
ETIM 6.0 EC000886   ETIM 7.0 EC000886
ETIM 8.0 EC000886   ECLASS 9.0 27-14-11-33
ECLASS 9.1 27-14-11-33   ECLASS 10.0 27-14-11-33
ECLASS 11.0 27-14-11-33   ECLASS 12.0 27-14-11-33
 

Approvals
 
ROHS Conform
 

Downloads
 
Engineering Data CAD data -- STEP
Engineering Data WSCAD
User Documentation StorageConditionsTerminalBlocks
Catalogues Catalogues in PDF-format
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//61851
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
https://mdcop.weidmueller.com/mediadelivery/asset/900_//87149
http://catalog.weidmueller.com/assets/LINK/Catalog.html

