Shaft Supports Bottom Mount Split (Machined)

Standard / Wide

[l Features: Screw mount from underside is effective when the mounting host is too thin to tap, and in space limited applications.

lStandard Type I@Material Bsurface Treatment | LNAccessory éﬁ/( ava/ 1v5/ )
SHSPB | En1.1191 | Black Oxide |feSuletbead Cap Soew2pcs
SHSPM EQUIV.  Blctoles Nickl Plting|, ., Socket Head Cap 2.4 Through,
SHSPS [N 1.4301 Equiv| - S_crew 2pcs. ere[)epthll
SHSPA | Auminum | Clear anodize | (Stainless Stee) am [
SHSPK A"Sgrise%m Black Anodize |t fead G Seen 2ps. i _;{
4 ll This Split Type enables shafts to be mounted from above. ol |H =R
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Part Number Tightening Unit Price
Type Selection L| Hi | T |Li|Seew M| d|di| 2| C 5epETSHSPM | SHSPS | SHSPA | SHSPK
8 |25 30 26 16
10|25 30
12[25 30 32 |10 12 200 e
13|25 30 21 |Depth 8 : :
SHSPB 15|25 30 40 2
SHSPM 34 |H+12 23
16|25 30 40
SHSPS 18 30 40 50 44 28
SHSPA H+17 | 16 —,1 M6
SHSPK 20 30 40 50 50 (15) 34 Depth 12 6 66|11 |65
25 30 40 50 H+20 36
30 40 50 60
35 40 50 60 "0 |Hs30 ég) 48 De")"t'ﬁm 8 9|14|9]3
40 40 50 60| 76 56
(®Values in () are the T dimensions of SHSPA and SHSPK (Aluminum).
HEWide Type [MMaterial | Surface Treatment| LJAccessory %/ 63/ 16
SHSPBN [ En1.1191 |  Black Oxide S 20, V/( V/ v/)
SHSPMN | Eauiv- | eciolss NickelPating " 2-4 Through
SHSPSN e 14301 Equie (Stanless Ste) di Pounterbore Depth £ r-llz—‘
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Part Number H Tightening Unit Price
Type D Selection LI H | T TiL| S Mid|di|L|C 5 SpEN [ SHSPMN | SHSPSN
10|25 30 37 |H+11 22 M6
1225 30 39 [He12| 24 | 1 [24 | vepin 12 s G| T [9
15|25 30 40 46 28
SHSPBN [1625 30 40 28 |14 26 |18 50 91192
SHSPMN 20 30 40 50 52 34
SHSPSN [25| 30 40 50 56|18 30 | 20 38 Des’t'ﬁm
30 40 50 60| 62 35 | o5 44 M6| 9 |14 9
35 40 50 60 |66 |H+30 48 8
40 40 50 60|72 40 | 24 | 54

Ordering | PartNumber | - E
Example  SHSPBI) - 2.
SHSPBN16 - 30

5

3 [Fattmer ] - [ 76
Alterations

SHSPB25
SHSPS16

- HC315
- HC35.6

®Alterations are not available for Wide Type. @Express Service is not available.

Alteration Code Spec.
Mounting Height Changes shaft mounting height.
Change H to HC to specify height.
fT\ (®Specify HC in 0.1mm increments.
Ul HC (®Specifiable Range
3 Hmin.<HC<Hmax.
o o= HC35.6

Shaft Supports Bottom Mount (Machined)

Side Slit

lFeatures: Screw mount from underside is effective when the mounting host is too thin to tap, and in space limited applications.

Wside Slit
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Type @Material BSurface Treatment | [JAccessory
SHSWB | en1.1191 Black Oxide Hex Socket Head Cap Screw 1 pe.
SHSWM Equiv. | Electroless Nickel Plating
Hex Socket Head Cap Screw 1 pe.
SHSWS  |en1.4301 Equiv) - !
SHSWA | Evavees Clear Anodize aiess e
Equiv
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(®slit is machined after the mounting hole D is bored to H7 tolerance.
The tolerance may become Hs or so depending on the machining condition.

Part Number H Lln TulE Tigschtening Mildlalelc Unit Price
. 1 1 rew 1 1
Type D Selection M SHSWB | SHSWM | SHSWS | SHSWA
8 |25 30 26 |H+7 16 | 8
10 |25 30 H+9
20 [ 10
12 (25 30 32 |H+10 m
12 Denth 8 4 |45| 8 |45
13|25 30 H+11 21 [10.5] Ve
15|25 30 40 2
SHSWB 34 |H+12 23 1115
SHSWM 16 |25 30 40
gHgWS 18 30 40 50 44 ey 28 | 14
HSWA i 16 M6
20 30 40 50 50 (15) 34|17 Depth 12 6 |6.6|11 (6.5
25 30 40 50 H+18 36 | 18
30 40 50 60 H+21
70 22 |48 (24| Mg
35 40 50 60 H+24 (20) Depth 16 819 1(14]9 |3
40 40 50 60| 76 [H+27 56 | 28

(®)Values in () are the T dimensions of SHSWA (Aluminum).

H |

¢ Ordering ‘Part Number
Example SHSWBS
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/.‘ Alterations

Part Number - [ HC |
- HC41.5
@Express Service is not available.

SHSWB20

Alteration Code Spec.
Mounting Height Changes shaft mounting height.
Change H to HC to specify height.
Yany (®)Specify HC in 0.1mm increments.
s HC | @specifiable Range
3 Hmin.<HC<Hmax.
= HC35.6




