Miniature Linear Guides - Dust Resistant
Standard Blocks, Light Preload

lFeatures: Dust Resistant Heavy Load Linear Guide usable where dust and machining chips exist.

. ” ing |Part Number| - | L ‘
Type Ordering ‘
Industry Standard — Figbeeioad L | Number of lﬂ Example SSEBD13 - 220
[Hardness High Grade Dimension | Blocks
Si lard Rail Wide Rail
SSEBD SSEBWD 1
Stainless Steel SSE2BD SSE2BWD 2
56HRC~ SSEBDL SSEBWDL Configurable 1
SSE2BDL__| SSE2BWDL 9 2 lStandard Rail HWide Rail
Heat Resistant Temperature: -20 ~ 80°C Unit Price Unit Price
IMDust Resistant Type Structure 2 H | L | 1block [2blocks H | L | 1block | 2blocks
Double-Sealed ' SSEBD | SSE2BD SSEBWD | SSE2BWD & -[L]- (Lo, LLC, B3, BY)
(Side Seal 2 pcs. 25 70 Alterations SSEBWD14 - 350 - RLC
(®Blocks and rails are not sold as separate items. Light Preload Type has guaranteed radial - -
clearances and accuracies as sets of blocks and rails. 70 - 110
eIntrusion of foreign substances into the blocks can be prevented by @ 95 = 150 Alterations Code Spec.
gnhal;wed sgalirrllg ef‘fjects wi[}h twc':ply sidre] seal and under seals. 120 190
#Can be used where dust and machining chips exist. Under Seal 145 230 Cuts rail ends.
Do not use in areas with high temperature dusts such as weld spatter. Rail End Cut n )
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‘ 2-Ca 23 ‘ 2-Ca ’u | @d1 395 190 Add 2 blocks to 1-block product to ship as
W2 Wi (Bottom) W W1 (Bottom) I F 3-block separate item.
! 420 230 3-Block Specifications B3 (@There are restrictions for the L dimension length.
Standard Rail H13/16/20 Wide Rail H16 L | 445 270 See "Selectable Shortest Rail Length" for details.
Wide Rail H14 (®)For L Configurable, G dimensions ditfer from those shown in the table below. For details, see B™ P 531. 470 310 Selection Example: SSEBD13-270-B3
= 70 - 16 350
Precautions for Use Others 4 i N
Blocks are equipped with retainers (wire) to prevent balls from falling off. * Filled with Lithium soap based grease (Multemp Grease PS2 by Kyodo Yushi Co., Ltd. ). 110 - 390 GAUE bIO.CkS LORIRE R Xl T
For how to handle the blocks, se¢ BE" P. 525. - For operating life calculation, see BE" P. 527. 150 430 _— Sl —
(®Radial clearances and accuracies are not guaranteed if the blocks and rails are interchanged from * For operating life ions, use our free ion software from http:/download.misumi.jp/ 4-Block Specifications B4 (@There are restrictions for the L dimension length.
the original set combinations. ; ) mol/fa_soft.html. 190 470 See "Selectable Shortest Rail Length" for details.
g;?slgggngr:gs\ézsczﬁanggz;hdgg ;?Od:;gm planes. Be sure to match the datum lines when using. 230 510 Selection Example: SSEBWD14-430-B4
(®)The accuracy of Linear Guides is guaranteed after mounting the rail (after fastening screws on 270 550
the rail and pushing it onto the datum plane).
Minor bending of the rail will be adjusted after being mounted and will not affect the performance. 310 590 I Additional Block Price [lSelectable Shortest Rail Length for B3/B4
350 630 " B3: B4: B3 B4
Part Number Block Dimension Guide Rail Dimension 16 1250 570 H | Rail [pyce Adder|Price Adder H | Block | (3 piock) | (4-block)
Type H| % |w LB |c|se | L2|K |Ch Hi Wi waca it g/ g 430 13 Standard 13 Standard} 145 195
ide - - ide - -
— - 470 Standard| - 5 Standard 2 5
F 13| 150,70 | 27 |369] 20 | 15 |M3:65( 199 | 11 |05 | 75| 12 | 75 | 05 | 35645 | 25 | 10 =10 1470 14 e 190 oo
14
(1 block) (2 blocks)
| SSEBD SSE2BD 70~670 550 16 Standard 16 Standard| 190 230
§ SSEBDL  SSE2BDL 16 (150) 32 |454)| 25 | 20 | M3x4 | 274 | 13 | 05|95 | 15| 85| 05| 3.5x6x45 | 40 | 15 590 Wide Wide 230 270
£ - 630 20 Standard 20 Standard| 220 280
& 20 (1128) 7001 40 | 53 | 30 | 25 | Max6 | 346 | 16 | 05| 11 | 20 | 10 | 0.5 | 6x9.5x5.5 | 60 | 20 570 Wide - - Wide - -
= 100 - Moptions for Linear Guid
= 70~470 ptions for Linear Guide
e | (1 blocky (2 blocks) 14 (150) 40 |47.3] 28 | 15 | M335) 301 | 12 105 8 | 24| 8 |05 ) 45845 | 40 | 15 160 Position Retaining Parts Block / Rail Fixing Parts
) SSEBWD SSE2BWD 220 [Rail Push Plat
- ail Push Plates
§| SSEEWDL SSE2BWOL | 46| 100670 | 60 | 58 | 45 | 20 |M4xe5| 40 | 14 | 05|95 | 42| 9 | 05| 45045 | 40 | 15 250
DDimensions i - . 340 TG o
(®Dimensions in () are for 2-Block Type. KgfeN0.101972 Unit: pm ﬁ@ r—\\-f )
. . . 20 {400 4 P
Basic Load Rating| Allowable Static Moment Mass lPreload and Accuracy Standards Specifications LightPrelcad, 50 .
H € (Dynamic)| Co ftaﬁc) Ma | Me | Mc | Block |GuideRai P High Grade 4
kN N N'm | Nm | N'm kg kg/m c Reference Side Radial Clearance 3.0 520
) 13 2.2 518 8.8 9.5 16.1 | 0.045 | 0.61 s | > Height H Tolerance =20 580 Rail Height Adjusting Blocks
Standard Rail 16 3.6 54 | 21.6 | 234 | 39.6 | 0.065 | 1.02 _ . Pair Variation of Height H 15 640
20 5.2 85 | 484 | 484 | 86.4 | 0.13 | 1.65 } Width W2 Tolerance 05 700
Wide Rail 14 35 53 | 20.6 | 22.3 | 52.1 | 0.085 | 1.40 ) Pair Variation of Width W2 20
16 58 | 85 | 402 | 436 | 148 | 016 | 295 D = Running Parallelism of Plane C againstPlaneA | See L Dimension Configurable Type (1mm Increment)
Bl Running Parallelism of Plane D against Plang A | P 525 Unit Price
Ma Ms Mc Standard Rail Wide Rail
o e~ MSeal Resistance (N) H | “1block | 2blocks | 1block | 2blocks T e P T
i venti i i i
_H:H_ CI—] Rail Width | Height (H) | Standard | Dust Resistant SSEBDL | SSE2BDL | SSEBWDL | SSE2BWDL Wstonper Bolts MELinear Guide Lock Units
I_B_l 13 0.7 1.0 13-14
CH—) Standard| 16 0.8 1.1 16 )
20 1.2 15 20 - - % / -
. 14 1.0 1.3 ®For ion of L Di ion C Type (Tmm ), add the above amount to the
Wide 16 1.2 15 unit price of the Selectable Type longer than, and closest to this L Dimension Configurable Type.
(®)Data above are reference values.




