Slot Pins for Inspection Components

Threaded, Tapered (Round / Rotating, Diamond-Shaped)

WFeatures: Suitable when clamping workpieces with threaded part and determining their location with tapered area. For compatible bushings, see P1848 and P.1852.

MThreaded, Tapered (1DTaper Shape Fixed (@Angle Selection | (@)X dmension Configuable | 4)Tapered, No Step
Round [MMaterial®! | [Hardness Type Type Type Type
-D=8~25 -D=10L~20L Sie Sgb Siw Siw
EN 1.1191 Equiv. - KJPMT KJPGMT KJPMK KJPMX KJPMTN
EN 1.1191 Equiv.| 45HRC~ KJPMTH KJPGMTH KJPMKH KJPMXH KJPMTNH
EN 1.4301 Equiv. - KJPMTS KJPGMTS KJPMKS KJPMXS -
24y | 45~50HRC | KJPMTC KJPGMTC KJPMKC KJPMXC -
D@@Tapered g
Small Head: D=8~25 Large Head: D=10L ~ 20L (Taper Shape Fixed)®* 63/( 08
@215 Knurling (Crisscross) o o @5 &( 6 Taper 1/5 V/( f)
KL af M i S —
< 0 S =
M Tapered, No Step ol =2 B | 5 5 o = ,,3 I F G =
-D=8~25 | @s ®s 500
10 ‘ 1 X e 5 s 7~10 “0.014
50®3 10|L|B 503 0 L[ [B\m 11-18 | B0%
19~29 000
(@Tapered, No Step
@®2M5  Knurling (Crisscross) Taper 1/5 N (®1 EN 1.4037 Equiv. has an identification groove on D part.
o ¢/ M % 6 =$ (®2 When D=8, the screws of handle change from M5 to M4.
—:il,} — \ (®3 For shorter handle length, please refer to the alteration ZC on the next page.
a === oy El (®4 Dimensions not specified in Large Head Type are the same as Small Head Type.
| 5 ®5 @5 (®5 There is a relief groove that is approx. 1 mm wide (approx. 0.2 mm deep).
10 ‘ . = (@6 P dimensioned section (tapered area) is not ground.
5093 10| L|B (@ Large Head Type (D=10L ~ 20L) is available for EN 1.1191 Equiv. only.
[RotiS 10}
Il (DTaper Shape Fixed Type
Part Number S (P-1=8) 1mm Increment
- D o.01mm 1mm M (S=M) Sel X Y1, V2 K
S Sgé D Increment L B
EN 1.1191 Equiv.) | (EN 1.1191 Equi 8 5.00-6.00 4-3 3 4
(N 1101 Equiv) | (EN 11191 EQU) ™50~ 5.00-8.00 4-7 456
) ) 12 5.00~10.00 4~9 456 8
(ENgié‘rgggefj?“'V- (EN 11191 Equiv. | ™96 | 8.00~14.00 7-13 4 5 6 8 10sw012] 0-25 5~25
KIPMTH | KJPGMTH | 20 | 10001800 | o-17 s 6 8 105012 whaniop | oo 5 | Tapered
‘ ) 25 | 15.00~23.00 14~19 ify S as 0 For M3 1/5
(EN 1.4301 Equiv.) | (EN 1.4301 Equiv.) 1oL 10.00-16.00 515 2 5 6 8 1050 specify S as 0. or
KJPMTS KJPGMTS -00~16. - (MsB=Mx2)
12L | 12.00~20.00 6~19 5 6 8 1051012
(EN 1.4037 Equiv) | (EN 1.4037 Equiv) [ 45L | 16.00-25.00 8-24
KJPMTC KJPGMTC 200 | 20.00-30.00 T0-29 6 8 1081012
(®)S10is fine thread (pitch 1.25).
M (@Angle K Selectable (X dim. fixed) X Dimension Selectable Type (Angel K° is fixed)
Part Number p s 1mm Increment K° X
Type M (S=M) .
Se D[, 201mm pamm . |Selection| L B [ssnFixeclsnFixed ' ve || Geelien
(2)Angle Selection | ()X binension Sectble
(EN1.1191 (EN1.1191
Equiv.) Equiv.) 10| 5.21~7.59 | 4~5 Angle Selectable [y e/?]ngle: ?ge&aglgs
KJPMK KJPMX When K°=10, 1.8 " D>P+2,
@191 Equiv, | (EN11191 By, | 12| 9-21~9.59 | 4~T7 0~25 When K°=15,2.7 | When K°=15, SD§|;-+3é77
Hardened) Hardened) 4,5,6 (L=Sx3) 5-25 |10 1 . X Dir. Selectable
KJPMKH KJPMXH |16] 8.00~13.59 | 4~11 8,10, 12 1/5( 2 | 5 | XDim. Selectable - ¥
=) | When =0 (MsBsMx3) | 15 3 When X-1,SD<I; 1228
EN 1.4301 Equiv. | (EN 1.4301 Equiv, - ify S as iy
) | (BN a0 %41 201 10.00~17.59 | 6~15 specify$ as 0. Wkt 18 | Whenet.02 | When X<2, S<P-1.4
Wnen)=2,16 | When¥=2,04 — sD:ﬁzé
(EN 1.4037 Equiv.) | (EN 1.4037 Equiv.) ~ -~ WhenX=3,14 | WhenX=3,06 IO
KIPMKE KIPMXe 25(15.00~22.59 | 8~19 DoP+2.4
Il @Tapered, No Step
T;;: Number P 0.01mm M (P-1=M) 1mm Increment
Tapered, No Step D Increment Selection L B
N 11191 Equiv) 8 5.00~6.00 3 4 505
. quiv. 10 5.00~8.00 4 5 6 -
KJPMTN 12 5.00-10.00 2 5 6 8 3~25 (M=B=Mx3)
: : (L=(P-1)x3)
(EN 1.1191 Equiv. Hardened) ;g 12-88*1;-88 4 5 6 8 1081012 For M3
KJPMTNH U~ 1O, M=B=Mx2
25 15.00-23.00 5 6 8 1081012 ( )

Unit Price
(DTaper Shape Fixed ’ (@Tapered,
D S 3o Sa6 (@Angle K Selectable (®X Dim. Selectable No Step
KJPMT | KIPMTH | KJPMTS | KJPMTC | KUPGMT | KIPGMTH | KIPGMTS | KJPGMTC | KJPMK | KIPMKH | KJPMKS | KIPMKC| KJPMX | KIPMXH | KJPMXS | KJPMXC [ KJPMTN | KJPMTNH
8 R N B B N N N N
10
Small | 12
Head | 16
20
25
10L - - - - - - - - - - - - - -
Large |12L = = = = = = = = = = = = = =
Head |16L - - - - - - - - - - - - - -
20L - - - - - - - - - - - - - -
Threaded, Tapered P (\ | !
.Rotating, Diamor?d-shaped [@Material|f]Hardness| Type 6.00~ 7.99 0 ex Example
8.00~ 9.99 | 4.0
EN 1.1191 Equiv| - KJPKDT 10.00~14.99 | 4.5
EN1.1191 Equiv]  45HRC~ KJPKDTH 15.00~19.99 | 7.0
20.00~23.00 | 9.5
M5 Knurling (Crisscross) @2 & M w §
o 63/( 08
0 8 I v/ ( f )
- 7 7N
. =3~ T Ny %
F— || H J o o‘t % Z
n
50®1 ‘ 5010 | B | ¢ 4
mm (®1 For shorter handle length, specify the alteration ZC. ($)2 P dimensioned section (tapered area) is not ground. (® Diamond part rotates.

Part Number P S (P-12S) M (S=M) B 1imm C 1imm Unit Price 1 ~ 19 pc(s).
TYPE D | 0.01lmm Increment [1Imm Increment| Selection Increment Increment KJPKDT KJPKDTH
(EN1.1191 Equiv) 10 6.00~10.00 5~9
KJPKDT 12 6.00~12.00 5~11 4 5-36
" 16 6.00~14.00 5~13 5~40 .
(EN 1.1191 Equiv. =
Hardened) 20 | 7.00-18.00 6-17 6 81012 (C=Mx3)
KJPKDTH 25 | 7.00~23.00 6~22

s e[ 2 ][5 ][ -[ 8 -

Example KJPKDT16 - P10.00 - S8 -

M5 - B15 - C10

pevaseres] - [ 7 -5 ][ ][ ]-[8 J-[ % ]-[x]

Dloper Shapefied ~ KUPMT12L - P1420 - S10 - M5 - L15 - B10

(@tgek Selecte  KJPMKH16 - P11.50 - S8 - M6 - L10 - B10 - K10

(X Dimension Seectable KJPMXH20 - P12.50 - S11 - M8 - L13 - B18

(@ Tapered, No Step KJPMTN8 - P5.60 - M4 - L10 - B10
+Threaded, Tapered (Left-hand Page)

esions g parthamoen - |- 5 |- - []-[]-
KJPMK10 - P10 - S4 - M4 - L10 - B10 - K10 - CH
KJPMTN25 - P20.00 - M12 - L10 - B15 - NMN
+Rotating, Diamond-shaped
@ Parthumber - [ ][5 |- [w)-[8]-[C]- (oM KH, Zomotc)

KJPKDT16 - P00 - S8 - M5
KJPKDTH20 - P1650 - S10 - M6

- B15 - C10 - KH
- B30 - C15 - ZC30

[K]-[X]- (CH,KH, ZGetc)

(®For orders larger than indicated quantity, please request a quotation.

KJPKDT Structure: Diamond part rotates.

®S10 is fine thread (pitch 1.25).

Alterations Code Spec. Alterations Code Spec.
Additional Surface Treatment Electroless nickel plating is applied. S Dimension Tolrance Changes S dimension tolerance to g6.
N . MN Applicable to Material EN 1.1191 Equiv. only. | i i
(Electroless Nickel Plating) oo With TGS Nt avallebip, @Ef SKC ®%p§ehcable only to Angle K Selectable or X dim. Selectable
Additional Surface Treatment porelbiacKoxdeRiatejlieatron
o st T STC. | (& pplcab o o E1 1101 gy oy, N CApERn
Combination with MN is not available. When 230, fective lengt of tap s 7.5.
Engraves alphabet or number. zC @Fm 3 Iw% ;mmm R B <30
KF-MISUMI0034 Max. Characte C (3)ForLargeHead Type, only 2630 and 40 appcbl
Engraving of the Specified Printable Character: alphabet, number, . 2 tande) f:;m:i bz ém naf;\e |§:gmy 5‘3‘ SZVYnmmu: with i@”.?"ﬂ awa;ab{e
Characters pericd) 2 [ 5[ - - -
®)No symbols, such as 2 hyphen (), oter than th ; .
(Dt sncokian 2 <o ) oo 30 10 | 5 Chain Alteragfns Loss-proof chain (length 600mm) is attached to gauge
T = KF " / gaing 0 5
s = @ The pin's orientation o the pin to the PV P Y CH | body.
LS engraved characters is arbitrary. 50 @®For chail I P1862
@Not applicable to handle length 10. r chains only, see B "
(®)Engraved on the reverse side when combined with KH.
(®Up to 8 digits max.
Engraving of P Dimension Machines flats on knurled head and engraves P dimension
KH (with the character orientation arbitrary) .
%ﬁ ®Not applicable to handle length 10.
(®Engraved on the reverse side when combined with KF.




