Bushings for Inspection Components Bushings for Inspection Components

Square Threaded Bushings / For Plastic Panels

lFor compatible Pins, see P1826 (Standard Type).
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- Groove (for Adhesive Reservoir)
mm (®1K=\/(P-2R1+(W-2R)+2R Eﬂg FC Adds an adhesive reservoir groove. Additionglgs:gi? d‘Lr)eatment STC Adds black oxide surface treatment.
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Part Numb Shouldered Type only Groove (for Retaining) Flats Machining
Type ! E - - - Adds a flat on bushing.
Straight Shouldered @3 0.01F‘ nm 0.0‘1Nmm 0.0f mm 1"L‘m o B NC | Adds groove for retaining. AT | @npplicable to Round Type only.
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KJBSR KJBHSR KJBSRD KJBHSRD KJBSTR KJBHSTR| 10 4.00~ 8.00 St [MMaterial | G]Hardness |Wall Round Oval Square
12 4.00~10.00 P>W 5~20 EN1.1191 Standard KJRB KJRBC KJRBR
0.20sRsW/2 235 D+4 e 17~23HRC
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10 m Please use commercially available clips.
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Aot -[P]-[w]-[R]-[t]-[T]- e, NC-etc) KJRB | KIJRBC | KJRBR | 16 | 3.00~ 8.00 For OvalType For EN 11191 Equiv]_10 | 12
erations KJBHSR20 - P12.00 - W10.00 - R03 - L20 - NC 20 | 4.00~12.00 P>W(W=3.00) Type 14 | 16
KJRUB |[KUJRUBC|KJRUBR 6~25 For Square Type 0.2<R=sW/2 0.5~5.00
25 | 4.00~17.00 quare Typ For EN 1.4301 Equiv] 19 | 21
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Alterations Code Spec. Alterations Code Spec. KJRBS - KJRBRS| 30 | 4.00~22.00 1.00~5.00 26 - - -
Groove (for Adhesive Reservoir) Adds an adhesive reservoir groove. Shoulder Thickness Tolerance (®4 D=30 applicable only to Standard Type. (Since the Standard Type is the thinnest.)
(®)D=P-+3: Applicable only when a wall of 1.5mm or .
— - - ] Changes shoulder thickness tolerance to =0.01. - [Part Number] - _ _ _ R 73 -[r]- -[w]-[Rr]-[s]- (sTC,HT)
Eﬂj Fe thlck‘er 1S remaining. 9 THE ®Applicable to Shouldered Type only 2;:?,,"'3 El II' El El l Alteratiuns KJRBR20 - P8O - - W6 - RO5 - §10 -  STC
g (®Applicable when L>8 for Straight Type, L=>15 for TKC P KJRUB20 - P6.0 - L15 - S0.80
Shouldered Type. KJRUBC25 - P10.0 - L10 - W6.5 - S2.00
Alterations Code Spec.
Groove (for Retaining) Adds groove for retaining. L Dimension Tolerance
D=P-+3: Applicable only wh Il of 1. [ Additional Surface Treatment Adds black oxide surface treatment.
!:E - NC ®thi2ck:?is &%Z?;:gon ywhen awallof 1.5mmor e Lkc | ChengesL -o05 dimension tolerance. (Black Oxide) STC | @Applicable to Material EN 1.1191 Equiv. only.
= (®Applicable when L8 for Staight Type, L=15for |tk QU Bl e =i
3l SEP e ight Type, LKC Flats Machining
(NEEEIEE 05 HT Adds a flat on bushing.
@EE (®Applicable to Round Type only.




