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Indicator Mounts / Dial Holders

QMagnetic Bases QIndicator Mounts Name of PartsMMaterialS Surface Treatment AAccessory
Main Body of Fitting EN 1.0715 

Equiv. Black Oxide Reducer 1 pc.

(for Conversion 

from Ø8 to Ø6)
Holder

Ø10 EN 1.1525 
Equiv. Black Oxide

Ø6 EN 1.0715 
Equiv. Black Oxide

Knob ABS -

Magnetic Bases / Shaft Mounts / Dial Mounts

W For Arm Sets, P.2034

Q��Shaft Mounts - Built-in Spring

QShaft Mounts

Name of Parts MMaterial S Surface Treatment
D (D=10, 12) EN 1.1525 

Equiv. Black Oxide
D (D=16), D1 EN 1.0715 

Equiv. Black Oxide
Knob ABS -

QDial Mounts

Name of Parts MMaterial S Surface Treatment
Ø10 EN 1.1525 Equiv. Black Oxide
Main Body and Mounting Screw EN 1.0715 Equiv. Black Oxide
Knob ABS -

Part Number

MGNBSK 
DGHL1

QDial Holders

Part Number - D1

MGNBS80 
KSHL12 

MGNBSH12
MGNBSD

- 8

Name of Parts MMaterial SSurface Treatment

Main Body EN 1.0038 Equiv. Paint Finish
Magnet Neodymium Magnet -
Knob ABS -

MMaterial SSurface Treatment
EN 1.1191 Equiv. Black Oxide

Name of 
Parts MMaterial SSurface Treatment

Knob Collet
Dial Holders JIS-SUP6 (Spring Steel) Chrome Plating Sandblasted Finish

QFeatures: Compact but achieves strong attraction forces by using the Neodymium Iron Boron Magnet.

EFor orders larger than indicated quantity, please check with WOS.

Part Number Attraction 
Force N A B L (H) C D M 

(Coarse) Weight (g) Unit Price Volume Discount Rate
Type No. 1 ~ 9 pc(s). 10 ~ 20 pcs.

MGNBS

20 200 30 30 30 25 9 - M6 200
40 400 40 40 42

34 10 8
400

80 800 42 40 62 M8 700
100 1000 42 40 73 800

KSHLD12, 16, 20
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Knurling Crisscross Spring (Built-in)

* No d2 holes for D16 and D20.

Knurling Crisscross Spring

D10

EFor orders larger than indicated quantity, please check with WOS.

Part Number d1 d2 P F H S V T W Unit Price Volume Discount Rate
Type DH9 Diameter Tolerance 1 ~ 9 pc(s). 10 ~ 20 pcs.

KSHL

10 +�0.036 
0 8 +0.15

+�0.05 6 18.4 28 30 13 14 5 14
12 +�0.043 

0
10 H9 +�0.036 

0 24 26 35 16 20 8 20
16 12 H9 +�0.043 

0 - 27.5 32 40 22 22 28
20 +�0.052 

0 38.5 40 50 28 28 10 30

MGNBS
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(No.20) (No.40, 80, 100)

EDue to the wrinkle paint finish, B Dimension tolerance will be +1.5
    0 .

EDo not attach magnetic objects.
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Flat Washer (t=3)

EFor orders larger than indicated quantity, please check with WOS.

Part Number D1 P Weight (g) Unit Price Volume Discount Rate
Type D 1 ~ 9 pc(s). 10 ~ 20 pcs.

MGNBSH

10 8 14 5010

12 8 16.5 5010

16 10 14 10012

MGNBSD
28 15 9
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Flat Washer (t=3)

Knurling Crisscross

M6xP1.0
DG Mount Screw

Dial Gauge

Post

MGNBSD

Ø10

EFor orders larger than indicated quantity, please check with WOS.

Part 
Number

Weight 
(g)

Unit Price Volume Discount Rate

1 ~ 9 pc(s). 10 ~ 20 pcs.

MGNBSD 70
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Flat Washer (t=3)

Knurling Crisscross

M6xP1.0
DG Mount Screw

Dial Gauge

Post

MGNBSD

Ø10

QDial Mount App. Example
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Tip angle can be adjusted by turning the knurl.
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Stem Mounting Hole Ø8

Stem Mounting HoleØ6 Depth 13

Flat Washer (t=3)

Dovetail Groove
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Test Indicator

MGNBSK
QMain Body of Fitting
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QHolder
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Test Indicator

EFor orders larger than indicated quantity, please check with WOS.

Part Number Weight (g)
Unit Price Volume Discount Rate
1 ~ 9 pc(s). 10 ~ 20 pcs.

MGNBSK 170

QFeatures: As the dial holder is attached by clamping the spindle of the dial gauge with a collet-shaped sleeve, mounting does not damage the spindle.

DGHL1

3

24 8

32

M12xP1.0

Ø
8

Ø1
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Collet Sleeve

Knurling Crisscross Wrench Flats 14

DGHL1

Dial Gauge

Workpiece

Fixture

EFor orders larger than indicated quantity, please check with WOS.

Part Number
Unit Price Volume Discount Rate

1 ~ 9 pc(s). 10 ~ 20 pcs.

DGHL1

MGNBSH

MGNBS

MGNBSKKSHL

STLX35(P.2001)

MGNBS

Selection Procedure Details D P.87

Combination of these app. examples can be selected on 
our website.

Shaft Mount Hardware
MGNBSH

Magnetic Base
MGNBSH

Shaft Mount Hardware
KSHL

Magnetic Base
MGNBS


