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- Minimum Mounting Pitches 0.8mm / 0.9mm Series -

Contact Probes / Receptacles (For PCB)

QContact Probes

QReceptacles

Comparison Points with Similar Products Replacement Cycle (Reference): 30,000 times
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EFall out prevention measure. 
*Tip length changes depending on the tip shape.

QContact Probes

QReceptacles

QContact Probes QReceptacles

NR38 
(Receptacle)

NP38 
(Contact Probe) 
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No. Part MMaterial SSurface Treatment

1 Plunger ISO-TC90 Equiv. Rhodium Plating on Nickel Undercoat

2 Barrel Phosphor Bronze Gold Plating on Nickel Undercoat

3 Spring JIS-SWP Gold Plating

MMaterial SSurface Treatment

Brass Gold Plating on Nickel Undercoat

Part Number Tip Shape
Mounting Pitch 

(min.)
Full Stroke

(Rated Stroke)

Spring Pressure Allowable 
Current

Resistance
Replacement Cycle 

(Reference) Initial 2/3 Stroke

NP38
A 
C 
N

31mil 
0.8mm

2.0mm 
(1.3mm)

15gf 35gf 1A 180mΩ 30,000 times

Part Number
Matching Contact 

Probe 
Mounting Hole for Press-Fitting 

Dimension (Reference)

NR38 NP38 0.53~0.54mm

Part Number - Tip Shape

NP38 - N

NR38

Order 
Quantity

Standard Service Non-Standard Service

Regular Quantity Large Quantity

Quantity 1~500 501~

Days to ship Standard To be quoted
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Stopper
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4.0±0.1 (Shape D)

3.0±0.1 (Shape C, N)

(5.2)
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Tip Shape Selection

There is a taper of

-0.01 to -0.02mm

from the bottom of

the flange to the end.

*Tip length changes depending on the tip shape.QContact Probes

QReceptacles

QContact Probes

* For Tip Shape C and N, the material of plunger is 
C1730B.

QReceptacles

EThe receptacle has a stopper that prevents the probe from falling out.

EFor Tip Shape C and N, the Full Stroke is 3.0mm, and the Rated Stroke is 2mm.

QContact Probes QReceptacles

NR20K-B 
(Receptacle)

NP20 
(Contact Probe) 

Tip Shapes
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No. Part MMaterial SSurface Treatment

1 Plunger ISO-TC90 Equiv. Rhodium Plating on Nickel Undercoat

2 Barrel Phosphor Bronze Gold Plating on Nickel Undercoat

3 Spring JIS-SWP Gold Plating

MMaterial SSurface Treatment

Brass Gold Plating on Nickel Undercoat

Part Number Tip Shape
Mounting Pitch 

(min.)
Full Stroke 

(Rated Stroke)

Spring Pressure Allowable 
Current

Resistance
Replacement Cycle 

(Reference) Initial 2/3 Stroke

NP20
C 
D 
N

35mil 
0.9mm

2mm
(1.3mm)

20gf 50gf 1A 100mΩ 30,000 times

Part Number Matching Contact Probe
Mounting Hole for Press-Fitting 

Dimension (Reference)

NR20K-B NP20 0.63~0.64mm

- Minimum Mounting Pitches 0.76mm / 0.9mm Serie -

Contact Probes / Receptacles (For PCB Tests)
 Sold by the Package

Q�Contact Probes - Sold by the Package 
(50 pcs./pkg.)

Q�Receptacles - Sold by the Package  
(50 pcs./pkg.)

Tip Shapes
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 NPT038 
(Contact Probe)

 NRT038W 
(Receptacle)
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Tip Shape Selectable

1 2 3

Part MMaterial SSurface Treatment

1Plunger ISO-TC90 Equiv. Gold Plating on Nickel Undercoat

2Barrel Phosphor Bronze Gold Plating on Nickel Undercoat

3Spring JIS-SWP Gold Plating on Nickel Undercoat

QContact Probes

MMaterial SSurface Treatment

Brass Gold Plating on Nickel Undercoat

QReceptacles

QContact Probes

Comparison Points with Similar Products Replacement Cycle (Reference): 20,000 times  Sold by the package for your convenience and cost saving.

Part Number Tip Shape
Mounting Pitch 

(min.)
Full Stroke 

(Rated Stroke)
Spring 

Pressure
Max. Allowable 

Current
Contact 

Resistance
Replacement Cycle 

(Reference) 

NPT038
N 
C

30mil 
0.76mm

2mm 
(1.3mm)

23gf 0.5A 150mΩ 20,000 times

QReceptacles

Part Number
Matching 

Contact Probe 
Mounting Hole for Press-Fitting 

Dimension (Reference)

NRT038W NPT038 Ø0.6mm

Part Number - Tip Shape E�When placing an order, please specify number of packages. 

Order Quantity 1 means purchase of 1 package (50 pcs).NPT038 - N

NRT038W

Order 
Quantity

Standard Service Non-Standard Service

Regular Quantity Large Quantity

Quantity 1 ~ 20 (pack(s)) 21 ~ (pack(s))

Days to ship Standard To be quoted

E�Receptacle comes with a Lead Wire (Blue, Length: Approx.  
860mm, Wire Dia.: Ø0.48).

Q�Contact Probes - Sold by the Package  
(50 pcs./pkg.)

Q�Receptacles - Sold by the Package  
(50 pcs./pkg.)

Tip Shapes
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NPT048 
(Contact Probe)

NRT048W 
(Receptacle)

2.0

Ø
0

.3
6

±
0
.0

4

2.0

Ø
0

.3
6

±
0
.0

3

3
0

°

10.0±0.12.0±0.1

12.0

Ø
0

.3
6

Ø
0

.4
8

2.5

9.0

13.3

Ø
0

.7

Ø
0

.6
7

Ø
0

.6
1

±
0

.0
2

(3.0)

Tip Shape Selectable

1 2 3

Part MMaterial SSurface Treatment

1Plunger ISO-TC90 Equiv. Gold Plating on Nickel Undercoat

2Barrel Phosphor Bronze Gold Plating on Nickel Undercoat

3Spring JIS-SWP Gold Plating on Nickel Undercoat

QContact Probes

MMaterial SSurface Treatment

Phosphor Bronze Gold Plating on Nickel Undercoat

QReceptacles

QContact Probes

Part Number Tip Shape
Mounting Pitch 

(min.)
Full Stroke 

(Rated Stroke)
Spring 

Pressure
Max. Allowable 

Current
Contact 

Resistance
Replacement Cycle 

(Reference) 

NPT048
N 
C

35mil 
0.9mm

2mm 
(1.3mm)

56gf 1.0A 100mΩ 20,000 times

QReceptacles

Part Number
Matching 

Contact Probe 
Mounting Hole for Press-Fitting 

Dimension 

NRT048W NPT048 Ø0.65mm

E�Receptacle comes with a Lead Wire (Blue, Length: Approx. 
860mm, Wire Dia.: Ø0.48).


