### Features
- Height adjustment units are used to correct the camber (material warpage) of thin workpieces such as connector lead frames.
- By using the push-pull bolts to move the adjustment unit back and forth, fine adjustments can be made to the correction punch height.

### Specifications

<table>
<thead>
<tr>
<th>Sr.</th>
<th>Catalog No.</th>
<th>Type</th>
<th>1mm Increments</th>
<th>A (Selection)</th>
<th>Base Unit Price 1~9 Pieces</th>
<th>CAUAN</th>
</tr>
</thead>
<tbody>
<tr>
<td>5~4</td>
<td>CAUA (With slotted hole)</td>
<td>6</td>
<td>W</td>
<td>L</td>
<td>S</td>
<td>1</td>
</tr>
<tr>
<td>5~4</td>
<td>CAUN (Without slotted hole)</td>
<td>6</td>
<td>W</td>
<td>L</td>
<td>S</td>
<td>5</td>
</tr>
<tr>
<td>5~4</td>
<td>SCL</td>
<td>6</td>
<td>W</td>
<td>L</td>
<td>S</td>
<td>2.5</td>
</tr>
</tbody>
</table>

### Example

- **CAUA** (With slotted hole)
  - 4 Hole
  - M5 × 0.8

- **CAUN** (Without slotted hole)
  - 4 Hole
  - M5 × 0.8

### Notes

- **SCL**
  - Suitable for SCL 0.5 ~ 0.8

### Related Items

- **GENERAL PURPOSE SCRAP CUTTERS**
  - **SCL**
  - **SCT**

### Prices

#### Quotation

- **CAUAN**
  - 1mm increments
  - A (Selection)

#### Days to Ship

- **Quotation**

#### Prices

- **Quotation**

### Additional Information

- **Equivalent to**: SKD11, 60 ~ 63 HRC