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Fax: 0181 507 2691 email: sales@bulgin.co.uk184

Data List No.

Terminations:

Switching: 

Max. Rating:

Insulation Resistance:

Contact Resistance:

Dielectric Strength:

Operating Temp. Range: 

Sealing (Front panel only):

Materials: Mouldings:

Tags/Terminals:

Switch Body & Button:

Contacts/Terms:

Variants:

Screw terminals.

S.P. Push to make.
Slow momentary action.

1A. 50V.

>105 MΩ.

< 10mΩ.

>1.0kV. a.c.

–20°C to +70°C.

Protection Classification: IP66 EN60529
1992. (Terminals not sealed).

Glass Filled Nylon.

Brass, Silver Plated.

Stainless Steel.

Brass, Silver Plated, Silver

Solder tags.

S.P.C.O. Momentary Action
(Microswitch).

5A. 250V. a.c.

>103 MΩ.

< 10mΩ.

>2.0kV. a.c.

–20°C to +70°C.

Protection Classification: IP66 EN60529
1992. (Micro switch not sealed).

Glass Filled Nylon.

Brass, Tin Plated.

Stainless Steel.

Fine Silver.

Non-Rotating Button, details on
request.

Solder tags.

S.P.C.O. Momentary Action
(Microswitch).

5A. 250V. a.c.

>103 MΩ.

< 10mΩ.

>2.0kV. a.c. 

–20°C to +70°C.

Glass Filled Nylon.

Brass, Tin Plated.

Stainless Steel.

Fine Silver.

Non-Rotating Button, details on
request.

MP0037 MP0031 MP0034

MP0031
Sealed to IP66

MP0034

MP0037
Sealed to IP66


